
SIENA N Tiled stoves

The SIENA N fireplace stoves are designed as an all-tile stove which means that the ceramic tiles are the main 
material that sets its clear design direction and functionality. It stands out in a wide range of classic interiors, 
whether in houses or cottages. The elegantly rounded shapes and overall dimensional balance give these stoves a 
distinctive style. There is a choice of three shades of glossy glazes - the most desirable for this type of stove.

This tiled stove is also suitable for low-energy homes. Thanks to the external air intake (EAI) to the combustion chamber, no 
interior air is consumed. The design of the stove allows optional flue connection both ways, top or rear. The door glass is washed 
on the inside with the secondary air intake and thus prevents the cumulation of soot. The combustion chamber is lined with 
chamotte brick tiles. The regulation of the primary and secondary air intake is controlled by a single control element.
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Prices on request at your seller
order code: SIENA N 01



Glaze colours

Technical parameters

Height 848 mm
Width 696 mm
Depth 425 mm
Weight 134 kg
Regulated output 2,9-7,5 kW
Smoke flue diameter 150 mm
Flue socket diameter 150 mm
External air intake diameter 125 mm
Axis height of rear outlet 707 mm
Draught 12 Pa
Efficiency 80,6 %
Average wood consumption 1,6 kg/h
A

Download

Declaration about qualities
EC declaration of conformity
Ecodesign (EU 2015/1185)
Energy label and product sheet
Energy label (EU 2015/1186)
General instructions
Installation instructions
Technical documentation
Technical sheet
Warranty sheet
Download our catalogue!


